Architectural Mall, Inc Polyurethane Balustrade System

Architectural Specifications

1.0 GENERAL

1.1 DESCRIPTION

A.  The Architectural Mall, Inc high-density polyurethane ( HDP ) balustrade system is pressure molded polyurethane to achieve a density similar or greater than white pine 
B.  Balustrades and top/bottom rail shall be the Architectural Mall, Inc HDP balustrade system based on design ____________________
C.  Newel posts shall be the design_______________________
D.  Newel caps shall be the design _______________________
E.  Balustrade system shall be factory primed with exterior latex primer to receive exterior latex top-coat on jobsite.  

1.2 SUBMITTALS


A.  Product data: Submit manufacturer’s descriptive literature, specifications, 
 
      installation instructions and limited warranty.


B.  Shop drawings: Submit full-size details and method of installation.

C.  Samples: Provide samples of standard design or profile of custom design (custom designs submittals only available in form of CAD)
2.0 PRODUCTS
2.1 ACCEPTABLE MANUFARURER

A.  Architectural Mall, Inc

      278 Commonwealth Dr

      Carol Stream, IL 60188
                  T. 877-279-9993 F. 877-271-9994
                  www.columnsandbalustrades.com
3.0 EXECUTION
3.1 INSTALLATION

A.  Follow manufactures detailed installation procedures, available to download on the website, or call 877-279-9993
3.2 WARRANTY
A. Our High Density Polyurethane has a limited 5 year warranty on the product. For an in depth warranty please send an email to our warranty department at sales@architecturalmall.com
